SPECIFICATIONS

Lift Capacity: 3,900 Ibs.

A) Lift Height: 170” - 14’2”

B) Clearance: 128” - 10°8”

C) Bucket Roll Back Angle: 36°
Bucket Dump Angle: Near 90°

D) Reach at Max Height: 14”

E) Reach at Ground Level: 27”
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PACKAGE COMPONENTS

* Hydraulic Power-Mount™ * MA-180 Hydra-Snap™ Hydraulic Manifold
* Snap-Attach™ * Bucket Level Indicator & Height Indicator
* Hose Kit * 84” HD Contoured Bucket

« Standard Bracket Set

LOADER SPECIFIC UPGRADES & ATTACHMENTS

+ 96" HD Contoured Bucket

Attachments - Material Handling Additional Attachments
o * Brush Crusher™ + 84" Dozer Blade

Speciality Buckets » Bucket Teeth s+ & 96" Buckets » 96" Dozer Blade

* Feed Bunk Bucket + Sabretooth + 120" Dozer Blade

* Z-A7 Feeder Bucket + 84" Cat Claw 3-D Grab Fork + 96" V-Plow

* Fork Bucket + 96" Cat Claw 3-D Grab Fork » Dual Changer for bucket

* Tine Bucket « 42" Fork Lift * Snap-Attach™ Adapters - Set (2)
* 48" Fork Lift

Attachments - Hay Handling
« 2-Prong Bale Spear

+ 3-Prong Bale Spear

* 4-Prong Bale Spear

« Stack Saver | & Il

* Bale Handler

* Bale Grab

* Squeezer™

 Extendable Boom
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